19991113.ba v02_n728.bam.991113

>From ???@??? Sun Nov 14 01:42:50 1999
Date: Sat, 13 Nov 1999 15:49:52 CST
From: Old Tube Radios <boatanchors@theporch.com>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: BOATANCHORS digest 2728
Message-Id: <19991113215009.3AAB3273F8@devel43.theporch.com>

			    BOATANCHORS Digest 2728

Topics covered in this issue include:

  1) Single-Sideband is 80 Years Old
	by Paul Bernhardt <bern@ppdu.nrl.navy.mil>
  2) Re: Need to find cool radio for my girlfriend....
	by Avery Comarow <acomarow@usnews.com>
  3) RE: UTC Xfmr help
	by john <johnmb@mindspring.com>
  4) Ancient Fax: a tale of bandwidth
	by "Tom R. Rice" <tomrice@netcom.com>
  5) Re: Need to find cool radio for my girlfriend....
	by Gary Pewitt <gpewitt@execpc.com>
  6) RE: Help lost e-mail
	by Maurice Weinschenker <morry@ix.netcom.com>
  7) Re: Need to find cool radio for my girlfriend....
	by John Kolb <jlkolb@cts.com>
  8) RE: Need to find cool radio for my girlfriend....
	by "Ed Sieb" <sieb@sympatico.ca>
  9) Re: Need to find cool radio for my girlfriend....
	by Arden Allen <gumbear@pacbell.net>
 10) Any Comet Pro owners ?
	by john <johnmb@mindspring.com>
 11) RE: Any Comet Pro owners ?
	by "Ed Tanton" <n4xy@att.net>
 12) Heathkit Monobanders
	by hikrbikr@erols.com
 13) Recommended Receivers for Girlfriend
	by Liles and Naomi Garcia <naomi@ftconnect.com>
 14) Shack Drippings #3.2
	by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com>
 15) WTB Part for Viking II
	by George T Folse III <kb5wwo@bellsouth.net>
 16) Re: lets talk blowers
	by "Barry L. Ornitz" <ornitz@tricon.net>
 17) Receiver with Class
	by Andre Guibert <aguibert@sympatico.ca>
 18) Re: lets talk blowers
	by JACK Iverson <jackiv@juno.com>
 19) Odd ART-13: Thanks
	by David Stinson <arc5@ix.netcom.com>
 20) ADMINISTRIVIA: Fancy HTML in Posts
	by listown@jackatak.theporch.com (Mail List Owner)
 21) Re: Any Comet Pro owners ?
	by "A.B. Bonds" <ab@vuse.vanderbilt.edu>
 22) Dan Nelson an A-1 TV-7 repairman
	by wallace@world.std.com (Andy Wallace)
 23) Tektronix 7A13 calibration.....sanity check
	by Arden Allen <gumbear@pacbell.net>

----------------------------------------------------------------------
Date: Fri, 12 Nov 1999 14:40:16 -0500 (EST)
From: Paul Bernhardt <bern@ppdu.nrl.navy.mil>
To: Old Tube Radios <boatanchors@theporch.com>
Cc: DC BoatAnchorites <dcboatanchors@qth.net>
Subject: Single-Sideband is 80 Years Old
Message-Id: <Pine.A32.4.03.9911121420470.34194-100000@ppdu.nrl.navy.mil>
Mime-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII

Gang,
  Many BoatAnchor users seem to think that AM is the preferred way to
communicate, implying that SSB is too new for use by the old gear.  At the
Naval Research Library today I ran across a report entitled
"Single-Sidebands in Communications Systems, A Bibliography; NRL
Bibliography No. 9, Compliled by Midred Benton, September 1956".  It the
report it states the "Utilization of the single-sideband method of
transmission in communication systems was conceived in 1915.  Early tests
showed that advantages could be attained over the conventional
double-sideband operation. ... Many technical and popular articles have
been written on the subject, the earliest record in this bibliography
being the classic one by Colpitts and Blackwell which appeared in the
Transactions of the American Institute of Electrical Engineering during
1921"  The bibliography lists 492 articles on SSB between 1920 and 1956.
SSB was patented in 15 June 1920 by J.R Carson.
  
Paul Bernhardt

Work:P.A. Bernhardt                Home: Paul Bernhardt, KF4FOR
     Code 6794                           5704 Ridge View Dr.
     Naval Research Laboratory           Alexandria, VA 22310
     Washington, DC 20375
Tel: 202-767-0196                        703-960-9656
FAX: 202-767-0631

------------------------------
Message-Id: <2.2.32.19991112202220.0090f480@ntpop.usnews.com>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Fri, 12 Nov 1999 15:22:20 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: Avery Comarow <acomarow@usnews.com>
Subject: Re: Need to find cool radio for my girlfriend....
Cc: boatanchors@theporch.com

Nice looking? A classic? In a bookish room, like a library?

One and only one choice: Zenith Transoceanic, 600 series, cowhide covered.
It is the coolest-looking radio ever.

Yes, I have one, and no, you can't have it.<g>

Avery W4OGK

At 10:31 AM 11/12/1999 -0500, you wrote:
>Hello all,
>
>Odd request here, but I want to find a 'cool looking' radio for
>my sweetie for Christmas.  Now, I know I have zillions of radios
>in my shack and collection, but none of them are 'lookers' - I
>don't have any that I don't use or intend to use, or are otherwise
>just for function.
>
>So I'd like to find some old little boatanchor (!) to put under the
>tree.  She has commented many times on how she would like
>to have one for her house just to look at.  Of course, it has nothing
>to do with the W5YI Tech/Novice course I have already purchased
>for her :-)
>
>Ideas?  There used to be some neat looking mobile radios from
>the late 50's but I dont' recall the names.  Anyone have something
>neat for sale?  Does NOT have to work!  Or if it has a separate
>power supply you can keep that too.  Picture something that would
>sit nicely on a shelf in a bookish sorta room.
>
>Ideas?  Email me if you have suggestions or candidates with price.
>
>Many thanks,
>
>Dave WB7AWK
>http://www.boatanchors.com - ps - go there, click on 'Personal Notes' then
>go
>to the last link on that section and you'll see my sweetie, should ya want
>to :-)
>Been together, more or less, for 19 years.
>

------------------------------
Message-Id: <3.0.3.32.19991112172214.00771bf4@mindspring.com>
Date: Fri, 12 Nov 1999 17:22:14 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@mindspring.com>
Subject: RE: UTC Xfmr help
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Morry,
The catalog says:

"CG plate transformers". Primaries for 105. 115, 220  230 50/60 Cy. For
reduced
power, secondary voltages can be reduced to half by using 220V pri on 110v.
These transformers may be used on 25 to 43 Cy if 220V pri is used on 100V.
Seconday voltage is sumultaneously halved. Units with a W suffix have been
desinged to be used both in full wave center tap and full wave bridge
application. In these units center tap of secondary winding may be
disconnected from ground. All ratings are for choke input filtering.

CG305 Hi Voltage 2400-1750-0-2750-2400.
DC V 2000/1500
DC ma 300

Hope this helps 
John



At 09:21 AM 11/12/1999 -0500, Maurice Weinschenker wrote:
>I'm in the process of building a linear. Just came into wat I believe is
>the ideal plate xfmr. (But of course a problem).
>This is a UTC  CG-305 or maybe OG-305. Vry difficult to read. Secondary
>is clearly marked wid 2 windings , 3500 volt CT es 4500 volt CT. Problem
>is the primary, their are 6 terminals marked 1 through 6.
>The way I got it 1 is strapped to 2  es  5 is strapped to 6  wid 3 es 4
>not being used. Is this a 110-220 xfmr (hopefully) es if so how do I
>identify wat goes where?????????????????? I certainly want to use 220
>Volts. The xfmr appears to be 40's vintage es sure looks nice. I wud
>gess abt 500 ma..
>Any help wud be appreciated.
>Mny Tnx in advance es Best 73 Morry K3DPJ
>
>

------------------------------
From: "Tom R. Rice" <tomrice@netcom.com>
Message-Id: <199911122204.OAA10808@netcom.com>
Subject: Ancient Fax: a tale of bandwidth
To: Old Tube Radios <boatanchors@theporch.com>
Date: Fri, 12 Nov 1999 14:04:29 -0800 (PST)
MIME-Version: 1.0
Content-Type: text/plain; charset=US-ASCII
Content-Transfer-Encoding: 7bit



Phone lines did 300-2700 Hz, so radio link would have to do about to 9000


	Actually, the telephone network was pretty much based on 
	a VF band of roughly 300 - 4000 cycles per second.  During
	WWII, when telephone traffic greatly overloaded the Bell
	System's facilities, Western Electric built what were
	known as EB banks, which used standard carrier techniques
	to divide existing 4 kc channels into two VF channels of
	about 1800 cps each.  
	
	Naturally, they sounded rotten, but you could get a message
	through, if you hollered a lot  ;-)

	When I worked for Ma Bell in the Fifties, an AP reporter
	came out to my home town (Walla Walla) to cover a riot
	at the Washington State Penitentiary there.  So, one 
	night, I was manning the toll testboard and got a call 
	from an operator, who said that the reporter was angry 
	because he couldn't get his press wirephoto machine to
	send the riot pix to HQ.

	Investigation revealed that the operator had plugged him
	into a Portland circuit which was one of the EB channels,
	still in use on many circuits.  So I had the guy patched 
	through to the testboard and found him a full-width circuit 
	and all was well again.  (Just one more application for
	those gazillion jacks and patch cords!)

	(Boy, do I pine for those simpler days.........)

	73 de WB6BYH      

-- 
"Start off every day with a smile and get it over with."  --W.C.Fields
Tom R. Rice  
tomrice@netcom.com     

------------------------------
Message-Id: <4.2.0.58.19991112172700.00c19f00@mail.execpc.com>
Date: Fri, 12 Nov 1999 17:28:54 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: Gary Pewitt <gpewitt@execpc.com>
Subject: Re: Need to find cool radio for my girlfriend....
Cc: boatanchors@theporch.com
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"; format=flowed

At 02:22 PM 11/12/1999 , Avery Comarow wrote:
>Nice looking? A classic? In a bookish room, like a library?
>
>One and only one choice: Zenith Transoceanic, 600 series, cowhide covered.
>It is the coolest-looking radio ever.
>
>snip


The Halli SX-62 is the coolest looking living room radio ever.  And it has 
-great- audio.

My $.02 worth.
Gary Pewitt  N9ZSV/KT  gpewitt@execpc.com
6120 W. Calumet Rd. Apt. 204, Milwaukee, WI  53223
414 355 8147 home    414 297 4307 work
Sturgeon's Law "Ninety percent of everything is crap."

	

------------------------------
Message-ID: <382CB2D2.996BFB03@ix.netcom.com>
Date: Fri, 12 Nov 1999 19:37:39 -0500
From: Maurice Weinschenker <morry@ix.netcom.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Help lost e-mail
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

I'm in a big hurt. Lost 74 messages this PM. Some of these were abt my
UTC CG-305 xfmr.
The only name I remember is Jack Iverson. I also remember seeing some
messages abt 88mhy toroids. To all reading this who sent me a message ,
pse repeat if not to much trouble.
Mny Tnx in advance es Best 73 Morry K3DPJ

------------------------------
Date: Fri, 12 Nov 1999 17:00:22 -0800 (PST)
From: John Kolb <jlkolb@cts.com>
To: Old Tube Radios <boatanchors@theporch.com>
cc: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: Need to find cool radio for my girlfriend....
Message-ID: <Pine.BSI.4.20.9911121659410.29542-100000@king.cts.com>
MIME-Version: 1.0
Content-Type: TEXT/PLAIN; charset=US-ASCII



On Fri, 12 Nov 1999, Gary Pewitt wrote:

> At 02:22 PM 11/12/1999 , Avery Comarow wrote:
> >Nice looking? A classic? In a bookish room, like a library?
> >
> The Halli SX-62 is the coolest looking living room radio ever.  And it has 
> -great- audio.

I vote for the S-76 wit it's large S-meter right in the middle.

John

------------------------------
From: "Ed Sieb" <sieb@sympatico.ca>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Need to find cool radio for my girlfriend....
Date: Fri, 12 Nov 1999 20:12:56 -0500
Message-ID: <LOBBJHOLOOHLIPLONIAFOEAGCCAA.sieb@sympatico.ca>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Tsk!

A nice pristine AR-88,  with nice chrome bands, nice shiny (what is that
finish anyway... lizard?)
Black finish, all done up nice in a Rose-wood cabinet!, With matching
speaker- and nice RCA/Nipper
emblem on the front of the speaker cabinet!

Of course, you'll need a fork-lift to move it, but what the heck...

Ed
VA3ES


(Of course, a good alternative is a mint WS19 set, with all the
accessories!....what? what?...
OK, OK... just kidding!)	:-)

------------------------------
Date: Fri, 12 Nov 1999 17:23:31 -0800
From: Arden Allen <gumbear@pacbell.net>
Subject: Re: Need to find cool radio for my girlfriend....
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0FL400LBN3VBUX@mta4.snfc21.pbi.net>
MIME-version: 1.0
Content-type: text/plain; charset=ISO-8859-1
Content-transfer-encoding: 7bit

I'm not so sure I like the idea of a prize boatanchor becoming community
property.  Do you want to have to move it when it's time to reorganize the
furniture?  If she decides to split do you want to mess with the guy who
moved it out for her?  Questions, questions.  Give her a cute little AA5
and rest easy.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
Message-Id: <3.0.3.32.19991112211634.00c40c48@mindspring.com>
Date: Fri, 12 Nov 1999 21:16:34 -0500
To: Old Tube Radios <boatanchors@theporch.com>
From: john <johnmb@mindspring.com>
Subject: Any Comet Pro owners ?
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"

Are there any Comet Pro owners, or listmembers familiar with them?
I'm the new owner of a variation that's not matched by any in Moore.
(4th edition)

I've verified the originality of my tube lineup by noting that the
tubes in the socket match the engraved/stamped notations in the
sockets themselves.

My version matches the picture shown in Moore for the Variation 1
(which should be the same for two and three)

It has the plug in coil  shields listed for Variation 2 and 3...

Mine matches the tube lineup of Variation three...but the BFO is
on the "tiller" inside the case, not on the front panel as indicated.

Is this another case of ECO's implemented on the fly? 

Do any other listfolk have a unit similar to mine?

Best
John

PS: Most of the coils I have, seem to be for the Comet, instead
of my Comet Pro too.  Regardless, I love this radio!

------------------------------
From: "Ed Tanton" <n4xy@att.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: RE: Any Comet Pro owners ?
Date: Fri, 12 Nov 1999 21:26:13 -0500
Message-ID: <NBBBJDEEIFDDANGEGHLBMEJAHLAA.n4xy@att.net>
MIME-Version: 1.0
Content-Type: text/plain;
	charset="iso-8859-1"
Content-Transfer-Encoding: 7bit

Do "DON'T I WISH" people count???

72 / 73  Ed  N4XY     email: <n4xy@arrl.net>    

webpage: http://www.qsl.net/n4xy/

------------------------------
From: hikrbikr@erols.com
Message-ID: <382C99D9.514C@erols.com>
Date: Fri, 12 Nov 1999 22:51:05 +0000
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: PERRYOHP3@prodigy.net
Subject: Heathkit Monobanders
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Hap Perry, WA4UPV, in Fairfax VA, has a set of Heath monobanders for
sale; HW-12, HW-22, and HW-32, plus HP-23A power supply and hand
microphone.  Each transceiver is a 9 or better in condition, has the
optional crystal calibrator, and original manual.  These units are the
best of their types that I've ever seen (most are beat up and heavily
modified).  If you're interested in these radios, please contact him at
<PERRYOHP3@prodigy.net>.

73, Mike Steussy  AE4R

------------------------------
Message-ID: <382CEBAD.E9487BFB@ftconnect.com>
Date: Fri, 12 Nov 1999 20:40:13 -0800
From: Liles and Naomi Garcia <naomi@ftconnect.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Recommended Receivers for Girlfriend
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Good evening Everybody,

Someone voted for the Hallicrafters SX-62 for the library/book room.  I
agree with this choice.  But for looks also, how about a Hallicrafters
SX-71 with its large twin dials, black decor and silver case top.

If the room really does have the old library bookish look, and that is
the desired effect, then I would go with a wrinkle finish receiver that
has lighted-up pilot lights on the front panel.  I would choose a
Hallicrafters SX-24 or SX-25; I recomment this because I would not want
to put a really big and heavy receiver on a book shelf.  Just my ideas;
everyone have a great weekend!!

Regards from Aloha, Oregon,
Liles Garcia
naomi@ftconnect.com


------------------------------
Date: Fri, 12 Nov 1999 23:39:22 -0500
From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com>
Subject: Shack Drippings #3.2
To: Old Tube Radios <boatanchors@theporch.com>
Message-ID: <199911122339_MC2-8CDB-39CE@compuserve.com>
MIME-Version: 1.0
Content-Transfer-Encoding: quoted-printable
Content-Type: text/plain;
	 charset=ISO-8859-1
Content-Disposition: inline

Groups,

I don't know whether there were ever any =

Handbook or other Pi-net circuits that used =

a variometer as part of the loading control, =

but one other thing that I forgot to mention =

from the storage building foray was that I =

found several boxes of ART-13 (or more =

likely ATC) variometers still sealed up.  I =

guess round $10.00 plus shipping.  I also =

forgot to bring one home and weigh it so if =

anyone is interested in one, I'll have to let =

you know what the shipping cost will be.

73,
Robert Downs
WA5CAB
Houston

------------------------------
Message-ID: <382CFBBE.C59@bellsouth.net>
Date: Fri, 12 Nov 1999 23:48:46 -0600
From: George T Folse III <kb5wwo@bellsouth.net>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
CC: boatanchors@listserv.tempe.gov
Subject: WTB Part for Viking II
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

All,
  Does anyone have a junker Johnson Viking II? I am looking for the
ceramic seclector switch for the 160 coil that is marked in 160 out on
the panel. If anyone has one for sale I am interested in buying it.
Thanks,
George

------------------------------
Message-Id: <199911130658.BAA12699@flash.naxs.net>
From: "Barry L. Ornitz" <ornitz@tricon.net>
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Re: lets talk blowers
Date: Sat, 13 Nov 1999 01:53:29 -0500

Ronnie, W5SUM, asked about cooling a 4-1000 with a muffin fan.

The quick answer is no.  A muffin fan cannot deliver its rated air flow
into a static back pressure of more than a small fraction of an inch of
water (1 inch H2O pressure = 0.0361 pounds per square inch = 2.5 millibar =
0.25 kPa ).  If you use the original SK-500 socket and chimney, you can
expect a sizable pressure drop.  The newer SK-510 socket has a lower
pressure drop but still not nearly enough to properly cool the tube and its
glass-to-metal seals.  Unfortunately I do not remember the exact pressures
and my Eimac books are packed away.  Perhaps someone else has the data
sheet for the tube and sockets and can post them.  The static back pressure
really gets quite high with external anode tubes like the 4CX250 and the
8877.

To put some numbers on this, a typical Muffin fan that can move over 100
standard cubic feet of air a minute at zero back pressure stops delivering
any air at a back pressure of 0.3 inches of water - about 0.01 PSI!  The
quiet Whisper fan that delivers about 90 standard cubic feet per minute at
zero pressure stops delivery at 0.17 inch of water back pressure.  I will
send Ronnie a copy of these fan performance curves.

Those squirrel-cage blowers really are necessary if you use the Eimac
socket and run the tube at its full ratings.  By the way, blower noise is
related to blower speed which is one of the most significant factors in
achieving good flow at high back pressures.

Now, let me ask the group a question.  Is there serious interest in an
article on forced-air cooling of big tubes?  The Eimac book, "Care and
Feeding of Power Grid Tubes", discusses some of this, and an article by
Bill Orr many years ago gave more details.  Neither of these sources went
into detail on blower performance, however.

        73,  Barry L. Ornitz     WA4VZQ     ornitz@tricon.net


------------------------------
Message-Id: <1.5.4.16.19991113081823.277f1b4e@pop1.sympatico.ca>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
To: Old Tube Radios <boatanchors@theporch.com>
From: Andre Guibert <aguibert@sympatico.ca>
Subject: Receiver with Class
Date: Sat, 13 Nov 1999 07:24:02 -0500

        Bonjour to All
        The HRO 5 has a "Un je ne sais quoi" with a brandy balloon,
        on a bookshelve, in a quiet book room.
        Can afford the HRO only.
        Andre
        
        
        
        
Andre Guibert
aguibert@sympatico.ca

------------------------------
To: Old Tube Radios <boatanchors@theporch.com>
Cc: boatanchors@theporch.com
Date: Sat, 13 Nov 1999 01:50:43 -0600
Subject: Re: lets talk blowers
Message-ID: <19991113.074202.-310593.1.jackiv@juno.com>
MIME-Version: 1.0
Content-Type: text/plain
Content-Transfer-Encoding: 7bit
From: JACK Iverson <jackiv@juno.com>

Barry, the EIMAC data sheet for the 4-1000 says that to cool the tube
seals,
"45 cfm @ 1.5 of water column  across the socket and chimney "this will,
of course require a squirrel cage blower.
As you say, fan type devices cannot deliver this pressure/ volume unless
 they are high speed and really noisy compared to the blower.
                                                               old jack

On Sat, 13 Nov 1999 01:53:29 -0500 "Barry L. Ornitz" <ornitz@tricon.net>
writes:
> Ronnie, W5SUM, asked about cooling a 4-1000 with a muffin fan.
> 
> The quick answer is no.  A muffin fan cannot deliver its rated air 
> flow
> into a static back pressure of more than a small fraction of an inch 
> of
> water (1 inch H2O pressure = 0.0361 pounds per square inch = 2.5 
> millibar =
> 0.25 kPa ).  If you use the original SK-500 socket and chimney, you 
> can
> expect a sizable pressure drop.  The newer SK-510 socket has a lower
> pressure drop but still not nearly enough to properly cool the tube 
> and its
> glass-to-metal seals.  Unfortunately I do not remember the exact 
> pressures
> and my Eimac books are packed away.  Perhaps someone else has the 
> data
> sheet for the tube and sockets and can post them.  The static back 
> pressure
> really gets quite high with external anode tubes like the 4CX250 and 
> the
> 8877.
> 
> To put some numbers on this, a typical Muffin fan that can move over 
> 100
> standard cubic feet of air a minute at zero back pressure stops 
> delivering
> any air at a back pressure of 0.3 inches of water - about 0.01 PSI!  
> The
> quiet Whisper fan that delivers about 90 standard cubic feet per 
> minute at
> zero pressure stops delivery at 0.17 inch of water back pressure.  I 
> will
> send Ronnie a copy of these fan performance curves.
> 
> Those squirrel-cage blowers really are necessary if you use the 
> Eimac
> socket and run the tube at its full ratings.  By the way, blower 
> noise is
> related to blower speed which is one of the most significant factors 
> in
> achieving good flow at high back pressures.
> 
> Now, let me ask the group a question.  Is there serious interest in 
> an
> article on forced-air cooling of big tubes?  The Eimac book, "Care 
> and
> Feeding of Power Grid Tubes", discusses some of this, and an article 
> by
> Bill Orr many years ago gave more details.  Neither of these sources 
> went
> into detail on blower performance, however.
> 
>         73,  Barry L. Ornitz     WA4VZQ     ornitz@tricon.net
> 
> 

Jack Iverson    K0EWU    jackiv@juno.com
ARRL,  IEEE LM,  RCA, AMI, ARCI, QCWA,CCA

------------------------------
Message-ID: <382D9415.F551E6D7@ix.netcom.com>
Date: Sat, 13 Nov 1999 10:38:45 -0600
From: David Stinson <arc5@ix.netcom.com>
MIME-Version: 1.0
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Odd ART-13: Thanks
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Thanks to all that contributed their ideas about the odd
12-volt ART-13.  While there was no definative information,
the best speculations suggest a commercial post-war 
modification for use in maritime or airline applications.
A lot of that went on 1945-1955.

TNX OM DE Dave Stinson AB5S

------------------------------
Message-Id: <199911131715.dADHF1217999@jackatak.theporch.com>
From: listown@jackatak.theporch.com (Mail List Owner)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: ADMINISTRIVIA: Fancy HTML in Posts
Date: Sat, 13 Nov 99 11:15:01 CST

Gang-

Please accept this periodic posting as it is intended:
A suggestion that will help everyone on the list...

Many many of the members of the list read through text-based mailers on
systems of other than WIntel origins... this is particularly true for
those members who are "off-shore" where the technology is too expensive
to justify. Just keep in mind that NOT everyone reads the list postings
with the very latest windowed technology.

PLEASE avoid the use of HTML and "quoted printable" in your email. If
you don't know what this means, then PLEASE get help and set your mailer
up so that you send your posts to the list in "PLAIN TEXT" only, with NO
fancy HTML.... generally, avoid fancy fonts and colors, which will force
your mailer to use the fancy stuff, and creates the problem.

The problem is serious enough that we have taken steps to protect the
list... we have created a filter that detects anything sent to the list
that is not plain text, and deletes the rest of the message from the place
where the non-text is detected.

Your may have seen "FOBIDDEN FORMAT" in a post to the list, and wondered
what happened... it is the phrase we insert to let the poster know that
the post contained a binary, an attachment, HTML, a "vcard" or some other
format that presents a problem to the List Processor... it enforces
consideration of your fellow BoatAnchors members.

PLEASE use only plain text. Get help with setting your mailer to not
send the fancy HTML and quoted printable.

PLEASE be considerate of the list resources and your fellow members.

Thanks for your attention
--
73
Jack, W4KH/Mobile - - - BoatAnchor Mailing List Owner - - -
 listown@jackatak.theporch.com - "Plus ca change, plus c'est la meme chose"
     "Il n'y a que les idiots qui ne changent jamais d'idee"
Sat Nov 13 11:15:00 CST 1999

------------------------------
Message-Id: <1.5.4.32.19991113201056.0154dd58@mailhost.vuse.vanderbilt.edu>
Mime-Version: 1.0
Content-Type: text/plain; charset="us-ascii"
Date: Sat, 13 Nov 1999 14:10:56 -0600
To: Old Tube Radios <boatanchors@theporch.com>
From: "A.B. Bonds" <ab@vuse.vanderbilt.edu>
Subject: Re: Any Comet Pro owners ?

At 09:16 PM 11/12/99 -0500, you wrote:
>
>My version matches the picture shown in Moore for the Variation 1
>(which should be the same for two and three)
>
>It has the plug in coil  shields listed for Variation 2 and 3...
>
>Mine matches the tube lineup of Variation three...but the BFO is
>on the "tiller" inside the case, not on the front panel as indicated.
>
>Is this another case of ECO's implemented on the fly? 
>
>Do any other listfolk have a unit similar to mine?
>
Yup.  Pretty sure there were a number of variations not matched by Moore
descriptions.
Near as I can tell, mine was built in 1932.

                        A. B. Bonds

------------------------------
From: wallace@world.std.com (Andy Wallace)
To: Old Tube Radios <boatanchors@theporch.com>
Subject: Dan Nelson an A-1 TV-7 repairman
Date: Sat, 13 Nov 1999 20:41:38 GMT
Message-ID: <3831ca79.8614028@world.std.com>
MIME-Version: 1.0
Content-Type: text/plain; charset=us-ascii
Content-Transfer-Encoding: 7bit

Daniel J. Nelson
djn@goodnet.com

Contact this fellow if you need servicing of your TV-7 tube tester. He repairs
and calibrates them for $45 plus postage back to you ($25 or so) plus parts. 
Does not include broken meters/blown transformers, and I am not sure if he has
the capability to fix those. 

I've had him fix a TV-7,  and just had my TV-7D/U come back and it looks brand
new. If I didn't know better, I'd swear he gave me a new front panel and case. 
He also replaced the line cords on both of my units with 3-prong ones. 

No affiliation -- just an overjoyed customer. 


--Andy
wallace@world.std.com

------------------------------
Date: Sat, 13 Nov 1999 13:49:36 -0800
From: Arden Allen <gumbear@pacbell.net>
Subject: Tektronix 7A13 calibration.....sanity check
To: Old Tube Radios <boatanchors@theporch.com>
Message-id: <0FL500FGCOMRU2@mta3.snfc21.pbi.net>
MIME-version: 1.0
Content-type: text/plain; charset=ISO-8859-1
Content-transfer-encoding: 7bit

Teksperts;

I have been struggling to understand the calibration of the input
resistances (steps 12-16) of the 7A13 differential comparator plugin.  For
those of you who have experience with this puzzling procedure, why do you
disconnect the white/brown wire in step 12 and reconnect it in step 13?  It
appears to me to have no effect either way because the Vc switch is not
invoked in either step.  What am I missing?  Why is a 1 meg resistor
strapped across the output of the Precision Divider in steps 14-16?  Was it
designed to go into a I meg scope input and therefore needs the 1 meg to be
in calibration?  What does the circuit diagram of the Precision Divider
look like (I had to roll my own)?  Tek expert's comments welcome for sanity
check purposes.  Shrinks, don't waste your time.

Arden  Allen   KB6NAX   Vallejo, CA   gumbear@pacbell.net

------------------------------
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